


Safety fixation

Safety fixation elements

Retaining system to DIN 2353

Mild Steel

Standards: Tested to ensure the retention of the hose up to the maximum pressure in compliance with the
following standards: EN 853, EN 854, EN 855, EN 856, EN857, SAE J517

Ø in Details Max. Press. Max. Pressure E L
(bar) (psi)

14.5 8L - 1/4" 450 6.525 2 mm 300

17 8S - 10L - 3/8" 445 6.453 2 mm 300

18.5 10S - 12L 420 6.090 2 mm 300

20.5 12S 420 6.090 2 mm 300

22.5 14S - 15L - 1/2" 420 6.090 2 mm 300

24.5 16S - 5/8" 420 6.090 2 mm 300

26.5 18L - 3/4" 420 6.090 2 mm 300

30.5 20S - 22L 420 6.090 2,5 mm 300

34 1" 420 6.090 2,5 mm 450

36.5 25S - 28L 420 6.090 2,5 mm 450

42.5 30S - 1" 1/4 420 6.090 2,5 mm 450

45.5 35L 420 6.090 2,5 mm 450

49 1" 1/2 420 6.090 2,5 mm 450

52.5 38S - 42L 385 5.583 2,5 mm 450

60 2" 350 5.075 2,5 mm 450

Details = Recommended for that coupling size
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Safety fixation

Safety fixation elements

Retaining system to JIC 37º

Mild Steel

Ø in Details Max. Press. Max. Pressure L E
(bar) (psi)

11,5 7/16 450 6.525 300 2

13,2 1/2 450 6.525 300 2

14,8 9/16 450 6.525 300 2

19,5 3/4 420 6.090 300 2

22,8 7/8 420 6.090 300 2

27,5 1 1/16 420 6.090 300 2,5

30,7 1 3/16 420 6.090 300 2,5

34 1 5/16 420 6.090 450 2,5

34 1 5/16 420 6.090 450 2,5

41,5 1 5/8 420 6.090 450 2,5

41,5 1 5/8 420 6.090 450 2,5

48 1 7/8 420 6.090 450 2,5

48 1 7/8 420 6.090 450 2,5

64 2 1/2 350 5.075 450 2,5
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Safety fixation

Safety fixation elements

Retaining system for flanges

Mild Steel

Standards: Tested to ensure the retention of the hose up to the maximum pressure in compliance with the
following standards: EN 853, EN 854, EN 855, EN 856, EN857, SAE J517

Ø in Details Max. Max. E L
Press. Pressure
(bar) (psi)

8.5 1/2" 3000 - 6000" 415 6.018 4 mm 300

10.5 3/4"-1" -1" 1/4 3000-  3/4" 6000 420 6.090 4 mm 300

10.5 3/4"-1" -1" 1/4 3000 - 3/4" 6000 420 6.090 4 mm 450

12.5 1" 1/2 -2" 3000 - 1" 6000 420 6.090 4 mm 450

14.5 1" 1/4" - 6000" 420 6.090 4 mm 450

16.5 1" 1/2 6000 420 6.090 4 mm 450

20.5 2" 6000 350 5.075 4 mm 450

25 2" 1/2  6000 350 5.075 8 mm 550

32 3" 6000 210 3.045 8 mm 550

Details = Recommended for that flange size
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Safety fixation

Safety fixation elements

Retaining system to DIN 2353 OPEN

Mild Steel

Ø in Details Max. Press. Max. Pressure E L
(bar) (psi)

14.5 8L - 1/4" 450 6.525 2 mm 300

17 8S - 10L - 3/8" 445 6.453 2 mm 300

18.5 10S - 12L 420 6.090 2 mm 300

20.5 12S 420 6.090 2 mm 300

22.5 14S - 15L - 1/2" 420 6.090 2 mm 300

24.5 16S - 5/8" 420 6.090 2 mm 300

26.5 18L - 3/4" 420 6.090 2 mm 300

30.5 20S - 22L 420 6.090 2,5 mm 300

34 1" 420 6.090 2,5 mm 450

36.5 25S - 28L 420 6.090 2,5 mm 450

42.5 30S - 1" 1/4 420 6.090 2,5 mm 450

45.5 35L 420 6.090 2,5 mm 450

49 1" 1/2 420 6.090 2,5 mm 450

52.5 38S - 42L 385 5.583 2,5 mm 450

60 2" 350 5.075 2,5 mm 450
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Safety fixation

Safety fixation elements

Retaining system to JIC 37º OPEN

Mild Steel

Ø in Details Max. Press. Max. Pressure L E
(bar) (psi)

11,5 7/16 450 6.525 300 2

13,2 1/2 450 6.525 300 2

14,8 9/16 450 6.525 300 2

19,5 3/4 420 6.090 300 2

22,8 7/8 420 6.090 300 2

27,5 1 1/16 420 6.090 300 2,5

30,7 1 3/16 420 6.090 300 2,5

34 1 5/16 420 6.090 450 2,5

34 1 5/16 420 6.090 450 2,5

41,5 1 5/8 420 6.090 450 2,5

41,5 1 5/8 420 6.090 450 2,5

48 1 7/8 420 6.090 450 2,5

48 1 7/8 420 6.090 450 2,5

64 2 1/2 350 5.075 450 2,5
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Safety fixation

Safety fixation elements

Fixation clamps

Mild Steel

Øin ->Øin1, Øin2

Ø in

11-11.5 mm

12-12.5 mm

13-13.5 mm

14-15 mm

16-17 mm

17-18 mm

18-19 mm

20-21 mm

21-22 mm

22-23 mm

24-25 mm

25-26 mm

26-27 mm

27-28 mm

28-29 mm

30-31 mm

32-33 mm

34-35 mm

36-37 mm

38-39 mm

39-40 mm

40-41 mm

42-43 mm

43-44 mm

44-45 mm

45-47 mm

48-50 mm

51-53 mm

53-54 mm

54-56 mm

57-59 mm

60-62 mm

63-65 mm

66-68 mm
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Safety fixation

Safety fixation elements

Fixation clamps

Mild Steel

Ø in

69-71 mm

72-74 mm

75-77 mm

78-80 mm

81-83 mm

84-86 mm

87-89 mm

90-92 mm

93-95 mm
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